g I 5 1 AV I 2 ] 1
Zestaw srubowy:
Subaru Forester M10x35.8.8 8 szt
. M10x45-8.8 2 szt.
Rok produkgji: 2008-2012 M12x708.8 2 szt I
Podktadki:
@10 10 szt.
@12 2 szt
Instrukcja montazu: . . .
1. Zdemontowac zderzak oraz metalowe wzmocnienia. Podkdadki Spezyste:
2. Przykrecic glowng belke w miejscach po usunietym wzmocnieniu @10 10 szt.
zderzaka w punktach "1' uzywajac oryginalnych nakretek. 12 2 szt -
3. Przez duze otwory we wspornikach belki wsunac wsporniki boczne do Naqulj-(i:
podiuznic i skreci¢ Srubami M10x45mm w pozycjach '2°. Nalezy pamigtac o M10-8 4 szt
tulejkach dystansowych. p '
4 Skrecic wsparniki boczne z plaskownikami i katownikami, srubami 1'= ‘ M12-8 2 szt |
M10x35mm. 3 7 Tuleje: !
5. Od spodu zderzaka, w jego osi wycigc fragment o szerokosci 55mm i @ 18x15 2 szt. i
glebokosci 80mm. I
6. Zamontowac zderzak oraz przykrecic kule w punktach "3’ srubami C |
M12x70mm. Malezy przykrecic blache pod gniazdko elektryczne.
7. Dokrecic wszystkie sruby momentami wg tabelki. ]
8. Podigczyc przewody elektryczne wg instrukcji fabrycznej samochodu.
i
Fitting instructions: i
1. Disassemble the bumper with the metal reinforcement. I
2. Fix the main bar of the towing hitch in places after dismounted q
reinforcement of the bumper (in "1' points). Use the original nuts.
3. Slip side brackets to chassis members through large holes of the bar's M10x45mm—. I
brackets and fix them from the bottom using bolts M10x45mm (in "2’ :
points). Use distance sleeves.
4. Fix side brackets with flat bars and bevels using bolts M10x35mm. @i11— —~@ 18x15 i
5. Underneath the bumper, in its axis, cut out the fragment: the width i |
55mm and depths 80mm. @ 10— B
6. Install the bumper and fix tow ball using bolt M12x70mm (in '3’ points). '
Remember about socket plate. - i
7. Tighten all bolts according to the torque shown in the table. M10-8- :
8. Connect electric wires according to the instruction of the car. |
M10x35mm '
M12x70mm -~/ / \’
! I|
Momenty dokrecania srub i nakretek: M10x45mm MG Smm
Torque settings for nuts and bolts: — —— — — A
M10-46 Nm; M12-79 Nm Konstruktor el
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